
  









Internet New possibilities

Sources of current information in addition to the catalogue

 

Webcode

 

Webcode

DQBQ2M

Short-URL

www.blum.com/conÀgurator

Short-URL

 

Help with planning and ordering

Short-URL

www.blum.com/planningtools

QR-Code

 

Application video

A webcode is provided for the applications 

listed in the catalogue. When entering this code 

into the product configurator, you will receive 

information about the range on offer, assembly 

and marketing, alongside the parts list.

The short web address makes it easier for you 

to access further product information, such as 

installation instructions that you can print out, 

brochures and technical data.

In addition to the information provided in the 

catalogue, you can use the QR code to directly 

access assembly and application videos and 

make use of further content about Blum prod-

ucts at any time, even if you are at a customer’s 

premises.

To enable 24/7 access to detailed product information that is constantly updated, our catalogue is now linked to the internet.

Find out exactly how you can find the in-depth information that you need.

Example

Example

Example
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TIP-ON

-1  

+4 

76

Lift systems ▶ AVENTOS HK – stay lift

▶▶Assembly, removal and adjustment

TIP-ON 956x – for drilling

 

TIP-ON 956x – with horizontal adapter plate

 

TIP-ON 956x – with cruciform adapter plate

 

Depth adjustment

  

Assembly

Assembly

For hard surfaces and/or MDF 

Ø 2.5 mm pre-drilling and counter-

sinking

For hard surfaces and/or MDF 

Ø 2.5 mm pre-drilling and counter-

sinking

For hard surfaces and/or MDF 

Ø 2.5 mm pre-drilling and counter-

sinking

Attention: TIP-ON do not glue
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Lift systemsAVENTOS HK-S – stay lift ◀

Standard/TIP-ON ◀◀

Wooden fronts, wide and narrow alu frames
Webcode

DQDD6M

Planning

Peg position

SOB Top panel thickness

Fixing position

3 x chipboard screws Ø 4 x 35 mm

Space requirement

* Min. 240 mm with visible wall hanging bracket

Front assembly – wooden fronts and wide 

alu frames

Use 2 chipboard screws (609.1x00) for wooden fronts

Use 2 counter sunk self tapping screws (660.0950) for wide 

alu frames

SOB Top panel thickness

F Gap

SFA Front overlay of the side panel

Front assembly – narrow alu frames

SOB Top panel thickness

F Gap

SFA Front overlay of the side panel

Planning – narrow alu frames

* When changing material thickness, adjust the assembly 

dimensions accordingly

For frame width 19 mm, a side front overlay SFA of 11–18 mm 

is possible

Space requirement – cornice/crown

Opening angle stop Space requirement (mm)

Without Y = FH x 0.29 – 15 + D

100° Y = FH x 0.17 – 15 + D

75° A = FH x 0.26 + 15 – D

FH Front height

D (mm) 16 19 22 26 –

X (mm) 70 59 49 35 –

Minimum gap

MF Minimum gap 2 mm

Page instructions

Overview – AVENTOS HK-S 79

Warning and safety information 84

Assembly, removal and adjustment 84

Overview – assembly devices 683

More technical details 774
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Lift systems ▶ AVENTOS HK-S – stay lift

Lift system for small stay lifts

 

Opening and closing – easy and comfortable

  

Other advantages that will inspire both you and your customers

    

AVENTOS HK-S opens and closes in a smooth motion with hardly any 

effort at all. The variable stop ensures that the front always remains in the 

desired position

Cornice and crown moulding

When developing AVENTOS HK-S, 

we also took into account cabinets 

with cornices and crown moulding

Compact design

Due to its minimal installation size, 

AVENTOS HK-S fits easily into 

smaller cabinets

AVENTOS HK-S is well-suited for small lift 

systems, such as over the larder unit or 

refrigerator. Due to its small installation size, 

AVENTOS HK-S fits harmoniously into smaller 

cabinets.

■ Special for small stay lifts

■ Silent and effortless closing, thanks to 

BLUMOTION

■ Easy to open

■ Stops at any opening position

■ Provides excellent access to the cabinet 

interior

■ Suitable for wall cabinets with cornice or 

crown moulding

■ Small programme, huge application variety

■ Easy assembly and adjustment

■ Stability, even with wide fronts

■ Excellent durability

■ No protruding parts

■ Optional: TIP-ON for AVENTOS

Excellent durability

The core element of the lift mecha-

nism is a robust spring package.

The result: excellent durability

No protruding parts

Delivered with closed lever – an 

advantage for furniture manufactur-

ing and kitchen installation

Thanks to the integrated BLUMOTION, the front closes silently and 

effortlessly
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Lift systemsAVENTOS HK-S – stay lift ◀

Overview ◀◀

Applications Webcode Page

▶▶ Standard/TIP-ON

Wooden fronts, wide and narrow alu frames  

DQDD6M 80  

TIP-ON 956. – short version with magnet 82

▶▶ Accessories

Opening angle stop 80

Adapter plates 83

Screws 96

Centre bit 96

Door buffer 96

Screwdriver 97

Cross slot bit 97

▶▶ Assembly, removal and adjustment

Warning and safety information 84

Assembly 84

Adjustment 84

Removal 85

Assembly, removal and adjustment – TIP-ON 76

 

Pictograph

Item Available Upon Request

General Information

Accessories

AVENTOS HK-S – stay lift

Wooden front

Wide alu front

Narrow alu front

TIP-ON for AVENTOS HK-S – stay lift

Planning

Assembly, removal and adjustment

Symbolic image

Symbolic image
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